
 

WaterMaster 1

Water Treatment for Ice, Steam & C-Stores

The WaterMaster 1 provides superior water filtration as well 
as proprietary water treatment technology proven to control 
scale problems in ice makers and steam cookers.  The 
WaterMaster 1 introduces FDA approved special treatment 
blend at a constant rate to maximize scale elimination.

BENEFITS

• Controls scale forming water before entering an ice maker 
or steam cooker

• Provides continuous ice or steam production

• Reduces machine maintenance 

• Built in multi-stage filtration to prevent premature clogging 
of the filter

• Connect to cold water line

• Easy cartridge change out

(800) (800) 852-4221  ●  www.systemsiv.com
(801) 6641 W. Frye Road  ●  Chandler, AZ 85226

http://www.systemsiv.com
http://www.systemsiv.com
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          Water Master 1
                  FLOW

Water Treatment System
   Complete Assembly Water Master 1  
       Reorder carbon block filter P/N TCB10-5
      Reorder scale control unit P/N WT2-WM2NP

         (800) 852-4221 Reorder: (877) 322-5019

(800) 852-4221

Reorder Scale Control
P/N WT2-WM2

Must connect water treatment to 
cold water feed.

___________________
Where Purchased

___________________
Date Installed

“For Superior Scale 
Elimination”

Multi-Purpose Scale Control 
Water Treatment System

Cartridge Change Out Monitor
Replace cartridge when indicator 
reaches 6 months or sooner.

Press bubble
firmly to
activate
during
cartridge
installation.

This products uses Citryne® to eliminate 
calcium and magnesium to provide a scale 
free water environment. Citryne® is a blend 
of FDA approved and food grade materials.

 9/1/05

Maximum Temperature 1000 F
Maximum System Pressure 100 psi

Replace every 4-6 months

Headquarters: Chandler, AZ 85226 (800) 852-4221 
East  Coast: West Bloomfield, NY (877) 322-5019 (800) 852-4221

Reorder Scale Control
P/N WT2-WM2

Must connect water treatment to 
cold water feed.

___________________
Where Purchased

___________________
Date Installed

“For Superior Scale 
Elimination”

Multi-Purpose Scale Control 
Water Treatment System

Cartridge Change Out Monitor
Replace cartridge when indicator 
reaches 6 months or sooner.

Press bubble
firmly to
activate
during
cartridge
installation.

This products uses Citryne® to eliminate 
calcium and magnesium to provide a scale 
free water environment. Citryne® is a blend 
of FDA approved and food grade materials.

 9/1/05

Maximum Temperature 1000 F
Maximum System Pressure 100 psi

Replace every 4-6 months

Headquarters: Chandler, AZ 85226 (800) 852-4221 
East  Coast: West Bloomfield, NY (877) 322-5019

Replacement Filter Cartridge 
Instructions

Housing Assembly

1. Turn the black top cap of the filter 
housing by using the spanner wrench 
from the “filter” position to the “off” 
position on the housing head unit. 

2. Unscrew the ring nut using the 
included spanner wrench - right to left.

3. Remove expended filter cartridge and 
discard.  Rinse housing sump  
thoroughly with clean water.  If O-ring 
appears damaged, it should be 
replaced at this time.

4. Insert new cartridge into the housing 
sump, making sure that the bottom of 
the cartridge slips down over the 
sump standpipe.

5. Using the spanner wrench, tighten the 
ring nut.  

6. Reposition the cap and turn it to the 
“filter” position.

7. Check for leaks.

Replacement Scale Cartridge 
Instructions

Scale Assembly

1. Turn the black top cap of the filter 
housing by using the spanner wrench 
from the “filter” position onto the “off” 
position on the housing head unit. 

2. Remove expended cartridge from the 
bracket.

3. Disengage each plastic line from the 
cartridge fitting one at a time.  On the  
fitting, press the collet face fully 
toward the fitting body and then pull 
the tube out from the body.

4. Discard the expended cartridge.
5. Install the new cartridge.  Insert the 

plastic tubes into the cartridge fitting 
one at a time until the tube ends hit a 
positive stop.

6. To check for a secure connection, 
pull on the tube with moderate force.  
The tube should hold in place.

7. Reposition the cap on the filter 
housing by turning it from the “off” 
position to the “filter” position.

8. Check for any leaks in the system.

Maximum Operating Pressure 80 psi non shock

Maximum Temperature 73℉

Water Hardness 7.5 pH or higher

Mounting Panel 10” W x 20” H

Fittings 1/2” NPT

Shipping Weight 17 lbs.

Replacement Cartridges: Filter: TCB10-5
Scale Control: WT2

WaterMaster 1

For superior water treatment solutions at 
affordable prices, contact Systems IV.

6641 West Frye Road
Chandler, AZ 85226

800.852.4221 ●  FAX  480.961.1247  ●  
www.systemsiv.com

Filtration
• 5 micron filtration
• Chlorine taste and odor reduction
• Up to 6 month cartridge life (approx. 9,000 gallons)
• up to 2 gpm
• Chloramine and lead reduction cartridges available

Scale Control
• Citryne feed
• Continuous treatment
• Easy connect fittings for quick cartridge change
• Up to 6 months life
• NSF Standard 169 (WT2)

Features 
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