
 

Model: CB-.5MP10I 
P/N  14170111

Features

The CB-.5MP10I is a single unit water 
treatment system designed to reduce 
sediment, chlorine, taste and odors.  The 
system filters to .5 microns, reduces 
water related problems caused by 
chlorine, particulates and scale build up.

Benefits

Application
High quality activated carbon to greatly 
reduce corrosion, bad tastes and odors


 Reduces costly equipment maintenance


Carbon block cartridge system for quick 
change out.


Inhibits hard water scale 


Full port shut off valve


Pressure line gauge

Drop-In Water Treatment Systems 
For Commercial Ice Makers

Ice - Cubers up to 800 lbs.  


Flakers - up to 1,000 lbs.















Specifications

Dimensions 7.5” X 15” X 6.5”

Connection 3/8” FNPT

Max. PSI 125

Max Temp. 1000 F

Flow Rate 1.5 gpm

Sediment Reduction .5 micron

Shipping Weight 6 lbs.

Replacement Cartridge 

Model: CB-.5MP10

P/N 14570111

All carbon block cartridges should be changed 
out every six months or when there is a reduction 
in water pressure.  Filter life depends greatly 
upon the quality of water .  This product is for 
commercial use only and must be installed and 
maintained according to manufacturers 
guidelines www.systemsiv.com or the warranty 
can be voided.

6641 W. Frye Road, Chandler  AZ 85226

Voice: 800-852-4221  www.systemsiv.com

Distributor/Dealer Info:

Model: CB-.5MP10I 
P/N  14170111

7"1/2	

15"	

6"1/2	

Water 
Treatment

CB-.5MP10

Water Treatment Cartridge for Chlorine, Taste & Odor Reduction
Includes Scale inhibitor to reduce the effects of scale.

Advanced filtration media to provide particulate removal in the water.

P/N 14570111
Replacement Cartridge

(800) 852-4221
 6641 W. Frye Road, Chandler, AZ. 85226 

Replace cartridge when flow rate becomes less than desirable for proper system 
operation or before rated capacity is reached. It is important to change out cartridge at 
least every 6 months in order to ensure proper performance and continued reduction 
of chlorine present in water supply.
Product performance may vary depending upon flow rate, incoming line pressure and 
local water conditions which may cause more frequent cartridge replacement .
Check for compliance with  state and local laws and regulations.
Do not use with water that is microbiologically unsafe or of unknown quality without 
adequate disinfection before or after the system.

FLOW
CARTRIDGE

INSTALLATION DATE

Must connect water treatment to cold water feed.

Temperature Rating: 400F to 1000F
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ICE MAKER
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Carbon Block Filtration with Scale Inhibitor
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